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 ▪ POWERFUL
 ▪ LOW-MAINTENANCE
 ▪ CLEAN AND QUIET

RETROFITTING AN EXTERNAL VACUUM UNIT 

A vacuum holds the foam block securely in 
place on the cutting table during the cutting 
process. Until now, this role has been fulfilled 
by two to six fans (depending on the size of the 
plant) that are installed within the table to draw 
air through a perforated belt or perforated plate 
beneath the block.

In more recent Bäumer machinery, however, 
an external vacuum unit is responsible for 
securing the block in place. This can be found 
next to the table and is connected to it via 
hoses.

As an option for optimal fixation of the block 
in all application scenarios, the vacuum 
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can be designed as a regulated variant. The 
speed is controlled via a potentiometer and 
can be adjusted manually and steplessly. 

To reduce the noise level, we can offer a sound 
absorber as an option. Another advantage 
besides the noise reduction is that the sound 
absorber is equipped with a filter system. 
This prevents foam residues, which were also 
sucked in, from being blown back into the 
room.

Not only are this solutions that offers a whole 
host of advantages, but they can even be 
retrofitted to older machinery.

Sound absorber(Option)
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AB5400311 Vacuum VACUUM
More power, more convenience  

The hugely improved suction power is capable of securing even 
large foam blocks in place: This high volume flow minimizes 
any loss of power caused by air leaks and ensures the plant is 
always running as efficiently as possible.

The exposed position of the vacuum unit makes it readily 
accessible for maintenance and repair work, while the effective 
insulation of the unit reduces noise levels considerably.

What’s more, the troublesome table vibrations that used to 
occur as a result of the rigid connection between the fans and 
the perforated belt are now a thing of the past.

Unlike before, when the extracted air was blown into the space 
beneath the plant, it is now fed away through hoses, thus 
dispensing with irritating drafts and swirling dust.

Start planning your conversion now!

Think about upgrading your plant in good time: By scheduling 
your conversion during a vacation closedown or typically 
quieter period, you will be safeguarding yourself against the 
consequences of downtime or production stoppages.

  

Machine type:  Modification possible:

BFS 3/0846 (2003) - 3/1004 (2010)

BSL-200 3/0810 (2002) - 3/0994 (2009)

BSL-214 3/0400 (1981) - 3/1014 (2011)

BST-140 5/0285 (1982) - 5/0602 (2011)

BSV 1/0839 (2004) - 1/0925 (2011)

BSL-D
3/0420 (1981) - 3/0818 (2001) 
only for turntable without conveyor 
belts

BST-D
5/0284 (1981) - 5/0559 (2001) 
only for turntable without conveyor 
belts
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